Product Specifications 


2. Product Specifications 


Specfications are correct at the time of printing. Product specifications are subject to change without notice. See below 
for product specifications. 


2.1 Product Overview 


1) Key Feature 


o Speed 
- 16ppm B&W, 4ppm color print / copy 


© Consumables 
- Black toner (2K sheet) 
- CMY toner (1K sheet) 


o Paper handling 
- {sheet Manual slot, 150 sheet Semi-cassette, 250 sheet cassette option 


o Interface 
- USB 2.0, Ethernet 10/100 Base TX, USB host (PictBridge) 


2) Concept 
o Small size Color laser MFP(A4 Color laser MFP) 
o Target user 
- Small office & small business 
- CLX-3160N (3in1, SPL) 
- CLX-3160FN (4in1, SPL) 
© Black only printing function 
o Auto warning sheet 
o USB host function 


- PictBridge 
- Scan to USB memory, direct printing 
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2.2 Product General Specifications 
2.2.1 General Print Engine 


CLX-3160 Series CLX-3160FN Spec. 
Engine Speed Simplex Up to 16 ppm in A4 black (17 ppm in Letter) | Up to 16 ppm in A4 black (17 ppm in Letter) 
Up to 4 ppm in A4 color (4 ppm in Letter) Up to 4 ppm in A4 color (4 ppm in Letter) 
Duplex N/A N/A 
Warmup time Less than 35 sec Less than 35 sec 
FPOT (B&W) From Ready Less than 14 sec Less than 14 sec 
From Idle Less than 45 sec Less than 45 sec 
From Coldboot Less than 45 sec Less than 45 sec 
FPOT (Color) From Ready Less than 26 sec Less than 26 sec 
From Idle Less than 57 sec Less than 57 sec 
From Coldboot Less than 57 sec Less than 57 sec 
Resolution Optical 600 x 600 dpi 600 x 600 dpi 
Support MAX: 2400 x 600 dpi class, 1200 x 600 dpi | MAX: 2400 x 600 dpi class, 1200 x 600 dpi 
(default), 600 x 600 dpi(Color & B&W) (default), 600 x 600 dpi(Color & B&W) 


2.2.2 Controller & S/W 


CLX-3160 Series CLX-3160N Spec. CLX-3160FN Spec. 
MPU Samsung CHORUSM 300MHz Samsung CHORUSM 300MHz 
Memory Std. 128 MB 128 MB 
Max. 128 MB 128 MB 
Memory Expansion N/A N/A 


Printer Languages 


SPL-C (Samsung Printer Language Color) 


SPL-C (Samsung Printer Language Color) 


Fonts Windows fonts Windows fonts 

Printer driver Supporting OS [Windows] [Windows] 
- Windows 98/Me/2000/XP - Windows 98/Me/2000/XP 
- In box N/A - In box N/A 
[Linux] [Linux] 


- RedHat 8.0 ~ 9.0 
- Fedora Core 1~4 
- Madrake 9.2 ~ 10.1 


- RedHat 8.0 ~ 9.0 
- Fedora Core 1~4 
- Madrake 9.2 ~ 10.1 


- (Smart panel N/A) 


- SUSE 8.2 ~ 9.2 - SUSE 8.2 ~ 9.2 

- (Smart panel N/A) - (Smart panel N/A) 
[Mac] [Mac] 

- Mac OS 10.3~10.4 - Mac OS 10.3~10.4 
- (Mac OS 9 N/A) - (Mac OS 9 N/A) 


- (Smart panel N/A) 
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Default Driver 


CLX-3160N Spec. 


SPL-C (Samsung Printer Language Color) 


CLX-3160FN Spec. 


SPL-C (Samsung Printer Language Color) 


WHQL 


Windows 2000/XP 


Windows 2000/XP 


Language Localization 


[Windows] 

: Korean, English, French, German, Italian, 
Spanish, Russian, Dutch, E.Portuguese, 
B.Portuguese, Finish, Swedish, Norwegian, 
Danish, S.Chinese, T.Chinese, Polish, 
Hungarian, Czech, Turkish, Greek 

[Mac] 

: English, French, German, Italian, Spanish, 
Korea 


[Windows] 

: Korean, English, French, German, Italian, 
Spanish, Russian, Dutch, E.Portuguese, 
B.Portuguese, Finish, Swedish, Norwegian, 
Danish, S.Chinese, T.Chinese, Polish, 
Hungarian, Czech, Turkish, Greek 

[Mac] 

: English, French, German, Italian, Spanish, 
Korea 


[Linux] [Linux] 
: English only : English only 
Scan driver TWAIN Yes Yes 
WIA Yes(Win XP only) Yes(Win XP only) 
Application Network Scan (Client) | Yes (multi-folder) Yes (multi-folder) 
PC-FAX N/A Yes(Mono Send only, Included in SmarThru4) 
PSU USB only USB only 
Status Monitor or USB / Network, Default Install USB / Network, Default Install 
Virtual panel 
Network Management | Set IP, SWAS & SWS(Linux, Mac Not support | Set IP, SWAS & SWS(Linux, Mac Not support 
SWAS & SWS lexplorer 5.0 or higher) SWAS & SWS lexplorer 5.0 or higher) 
SmarThru SmarThru 4 SmarThru 4 
Interface 
Parallel N/A N/A 
USB USB 2.0, USB host 1.1 (Scan to USB, Direct print) | USB 2.0, USB host 1.1 (Scan to USB, Direct print) 
Network Ethernet 10/100 Base TX Ethernet 10/100 Base TX 
Wireless N/A N/A 


Network Interface 


Protocol 


TCP/IP, IPP, SNMP V2 


TCP/IP, IPP, SNMP V2 


User Interface 


LCD 


2 line LCD (China, Korea : Graphic LCD) 


2 line LCD (China, Korea : Graphic LCD) 


OP Ul 


OP UI Guide 2.0 


OP UI Guide 2.0 
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2.2.3 Scan 


CLX-3160 Series 


Scan method 


CLX-3160N Spec. 


Color CCD 


CLX-3160FN Spec. 


Color CCD 


Scan Speed Linearity, Halftone 15 Sec(300dpi, USB2.0,P4 3.0GHz,512M)/Ltr | 15 Sec(300dpi,USB2.0,P4 3.0GHz,512M)/Ltr 
Gray 20 Sec(300dpi,USB2.0,P4 3.0GHz,512M)/Ltr | 20 Sec(300dpi,USB2.0,P4 3.0GHz,512M)/Ltr 
Color 30 Sec(300dpi, USB2.0,P4 3.0GHz,512M)/Ltr | 30 Sec(300dpi,USB2.0,P4 3.0GHz,512M)/Ltr 
Resolution Optical 600 x 1200dpi 600 x 1200dpi 
Enhanced 4800dpi x 4800dpi 4800dpi x 4800dpi 
Halftone 256levels 256levels 
Scan Size Max. Document Width | Max.216mm(8.5inch) Max.216mm(8.5inch) 
Effiective Scan Width) Max 208mm(8.2inch) Max 208mm(8.2inch) 
Scan Depth Color 24bits 24bits 
Mono - 1bit for Linearity & Halftone - 1bit for Linearity & Halftone 
- 8Bits for Gray scale - 8Bits for Gray scale 
Compatibility [Windows] [Windows] 
- Windows 98/Me/2000/XP - Windows 98/Me/2000/XP 
[Linux] [Linux] 
- RedHat 8.0 ~ 9.0 - RedHat 8.0 ~ 9.0 
- Fedora Core 1~4 - Fedora Core 1~4 
- Madrake 9.2 ~ 10.1 - Madrake 9.2 ~ 10.1 
- SUSE 8.2 ~ 9.2 - SUSE 8.2 ~ 9.2 
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2.2.4 Copy 


CLX-3160 Series CLX-3160N Spec. CLX-3160FN Spec. 
Copy Speed Simplex Copy Speed} @SDMC up to 16 cpm in A4 black @SDMC up to 16 cpm in A4 black 
(17 cpm in Letter)Up to 4 cpm in A4 color (17 cpm in Letter)Up to 4 cpm in A4 color 
(4 cpm in Letter) (4 cpm in Letter) 
Duplex Copy Speed | N/A N/A 
FCOT (B&W) From Ready Less than 18 sec Less than 18 sec 
From Idle Less than 50 sec Less than 50 sec 
From Coldboot Less than 50 sec Less than 50 sec 
FCOT (Color) From Ready Less than 36 sec Less than 36 sec 
From Idle Less than 75 sec Less than 75 sec 
From Coldboot Less than 75 sec Less than 75 sec 
Zoom Range 25% to 400% for Platen 25% to 400% for Platen 
25% to 100% for ADF 25% to 100% for ADF 
Multi Copy 1~99 1~99 
Preset [Original(100%)] [Original(100%)] 
[A4 — A5(71%)] [A4 — A5(71%)] 
[LGL — LTR(78%)] [LGL — LTR(78%)] 
[LGL — A4(83%)] [LGL — A4(83%)] 
[A4 —LTR(94%)] [A4 — LTR(94%)] 
[EXE — LTR(104%)] [EXE — LTR(104%)] 
[A5 — A4(141%)] [A5 — A4(141%)] 
25%, 50%, 150%, 200%, 400% 25%, 50%, 150%, 200%, 400% 
[Custom: 25-400%)] [Custom: 25-400%)] 
Original Type Text Scan: 600x300dpi , Printing : 600x600dpi Scan: 600x300dpi , Printing : 600x600dpi 
Text/Photo Scan: 600x300dpi , Printing : 600x600dpi Scan: 600x300dpi , Printing : 600x600dpi 
Photo Platen) Scan : 600x600dpi, Platen) Scan : 600x600dpi, 


Printing : 1200x1200dpi 
ADF) Scan : 600x300dpi, 
Printing : 600x600dpi 


Printing : 1200x1200dpi 
ADF) Scan : 600x300dpi, 
Printing : 600x600dpi 


Automatic Background Suppression Yes(Mono Only) Yes(Mono Only) 
Darkness Control 3 level 3 level 
Collation Copy Yes(ADF Only), flushing if Memory full Yes(ADF Only), flushing if Memory full 
Special Copy ID Card Copy Yes(Platen Only) Yes(Platen Only) 

Auto fit Yes(Platen Only) Yes(Platen Only) 

Margin Shift No No 

Book Copy No No 

Auto Suppression No No 

Covers No No 

Transparencies No No 

Create Booklet No No 

N-up copy 2-up, 4-up (ADF only) 2-up, 4-up (ADF only) 

Clone Yes (Platen Only) Yes (Platen Only) 

Poster Yes(Platen Only, x9 Only) Yes(Platen Only, x9 Only) 
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2.2.5 Fax 
CLX-3160 Series CLX-3160FN Spec. 
Compatibility NA ITU-T G3 
Communication System N/A PSTN/PABX 
Modem Speed N/A 33.6Kbps 
TX Speed N/A 3sec 
Compression N/A MH/MR/MMR/JBIG/JPEG 
Color Fax N/A Default (But Memory Transmission & Any 
Reserved Transmission are not supported.) 
ECM N/A Yes 
Resolution Std N/A 203x98dpi 
Fine N/A 203x196dpi 
S.Fine N/A 300x300dpi 
Scan speed Std N/A 3sec/LTR (ADF) 
Fine N/A 5sec/LTR (ADF) 
S.Fine N/A 6sec/LTR (ADF) 
Multiple page scan speed N/A 20 ppm/LTR 
Telephone Features | Handset N/A No 
On hook Dial N/A Yes 
Search N/A Yes(Phone Book) 
1-Touch Dial N/A 30 
Speed Dial N/A 240 locations 
TAD I/F N/A Yes 
Tone/Pulse N/A Selectable in Tech Mode 
Pause N/A Yes 
Auto Redial N/A Yes 
Last Number Redial | N/A Yes 
Distinctive Ring N/A Yes 
Caller ID N/A No 
External Phone Interface | N/A Yes 
Functions Mail Box N/A No 
Voice Request N/A No 
TTI N/A Yes 
RTI N/A Yes 
Polling N/A No 
Earth/Recall N/A No 
Auto Reduction N/A Yes 
SMS N/A No 
RDC N/A Yes 
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CLX-3160 Series CLX-3160FN Spec. 
Report & Tx/Rx Journal N/A Yes 
List Print out Confirmation N/A 2 types available (with Image TCR, 
w/o image TCR) 
Auto Dial List N/A Yes 
System Data List N/A List all user setting 
Sound Control Ring Volume N/A Yes(Off, Low, MED,HIGH) 
Key Volume N/A Yes(On, Off) 
Speaker N/A Yes(On, Off) 
Alarm Volume N/A Yes(On, Off) 
Junk Fax barrier N/A Yes 
Security Receive N/A Yes 
Battery Backup N/A Yes (Up to 43 hours target) 
Rx fax duplex print out N/A No 
Receive Mode N/A Fax, TEL, Ans/Fax 
Capacity N/A 4MB(320 Pages, Mono) 
Optional Memory N/A No 
Max locations to store to 1 Group Dial N/A 240 locations 
Fax Forward to FAX N/A Yes(On/Off), both Sent and Received 
Fax Forward to e-mail N/A No 
Broadcasting N/A up to 249 locations 
Cover page N/A No 
Delayed fax N/A Yes (Tx only, Mono only) 
Memory RX N/A Yes 
Mail Box (Electronic) N/A No 
Voice Request N/A No 
TTI N/A Yes 
RTI N/A Yes 
Polling N/A No 
Earth/Recall N/A No 
Auto Reduction N/A Yes (On,Off) 
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2.2.6 Paper Handling 


CLX-3160 Series CLX-3160N Spec. CLX-3160FN Spec. 
Standard Capa. 150-sheet Semi Cassette Tray 150-sheet Semi Cassette Tray 
Max. Capa. 400 sheets (2759! m 400 sheets (2759! m 
Printing Max. Size 216 x 356mm (8.5" x 14") 216 x 356mm (8.5" x 14") 
Min. Size 76 x 127 mm (3" x 5") 76 x 127 mm (3" x 5") 
Margin(T/B/L/R) 4 mm, 4 mm, 4 mm, 4 mm 4 mm, 4 mm, 4 mm, 4 mm 
Multi-purpose tray 
Capacity 1 sheet 1 sheet 
Media sizes 76 x 127 mm (3" x 5") ~ 216 x 356 mm 76 x 127 mm (3" x 5") ~ 216 x 356 mm 
(8.5" x 14") (8.5" x 14") 
Media type Plain Paper, Thick Paper, Thin Paper, Plain Paper, Thick Paper, Thin Paper, 
Bond Paper, Color Paper, Card Stock, Bond Paper, Color Paper, Card Stock, 
Labels Transparency, Envelope, Preprinted | Labels Transparency, Envelope, Preprinted 
Cotton,Recycled Paper, Archive Cotton,Recycled Paper, Archive 
Media weight 16~43lb (60 to 1639 m’) 16~43lb (60 to 1639/ m’) 
Sensing Paper detection sensor Paper detection sensor 


Standard Cassette Tray - Semi cassette type 


Capacity 150 sheets @ 759! m 150 sheets @ 759/ m 

Media sizes 76 x 127 mm (3" x 5") ~ 216 x 356 mm 76 x 127 mm (3" x 5") ~ 216 x 356 mm 
(8.5" x 14") (8.5" x 14") 

Media types Envelopes, Labels, Card stock, Envelopes, Labels, Card stock, 
Transparency(mono only) Papers (Pre- Transparency(mono only) Papers (Pre- 
printed, recycled) printed, recycled) 

Media weight 16~43lb (60 to 1639/ m’) 16~43lb (60 to 1639/ m) 

Size sensor N/A N/A 


User Interface 


No indicator, Cover 


No indicator, Cover 


Sensing Paper detection sensor Paper empty sensor 
Optional Cassette Tray 
Capacity 250 sheets 250 sheets 
Media sizes A4 Letter, Legal, Folio, A5 A4 Letter, Legal, Folio, A5 
Media types Plain Paper Plain Paper 
Media weight 16~24lb (60 to 909/ mn, , ) 16~24lb (60 to 909/ m, , ) 
Size sensor N/A N/A 
User Interface No Indicator No Indicator 
Sensing Paper empty sensor Paper empty sensor 
Output Stacking 
Capacity FaceUp N/A N/A 

FaceDown 100sheets @ 759! m 100 sheets @ 75g/ m 
Output Full sensing Yes Yes 
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CLX-3160 Series CLX-3160FN Spec. 
Duplex 
Supporting Manual Manual 
Throughput N/A N/A 
Media sizes N/A N/A 
Media types N/A N/A 
Media weight N/A N/A 
ADF 
Paper Weight 12.5~28lb (Non Coating) 12.5~28lb (Non Coating) 
Capacity 50 sheets ( 20Ib, 75 g/m’) 50 sheets ( 20Ib, 75 g/ m’) 


Document Size 


Width: 142 ~ 216mm (5.6" ~ 8.5") 
Length : 148 ~ 356mm (5.8" ~ 14.0") 


Width: 142 ~ 216mm (5.6" ~ 8.5") 
Length : 148 ~ 356mm (5.8" ~ 14.0") 


Dimension 


460(W)x 3430(D) x 95(H) mm 


460(W)x 343(D) x 95(H) mm 


Weight 


5.6kg (, ) 


5.6kg (, ) 
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2.2.7 Consumables 


CLX-3160 Series CLX-3160N Spec. CLX-3160FN Spec. 
CRU 
No. of CRUs 6 (C/M/YK toner, Imaging Unit, Waste toner box) | 6 (C/M/Y/K toner, Imaging Unit, Waste toner box) 
K toner: CLX-K3160A K toner: CLX-K3160A 
C toner: CLX-C3160A C toner: CLX-C3160A 
M toner : CLX-M3160A M toner : CLX-M3160A 
Y toner: CLX-Y3160A Y toner: CLX-Y3160A 
Imaging unit: CLP-R300A (CLP-300 Series) | Imaging unit: CLP-R300A (CLP-300 Series) 
Waste toner box: CLP-W300A (CLP-300 Series)| Waste toner box: CLP-W300A (CLP-300 Series) 
CMY Rainbow kit: CLX-P3160A CMY Rainbow kit: CLX-P3160A 
Toner Black 2,000 A4/Letter pages, at ISO-19752 Std. 2,000 A4/Letter pages, at ISO-19752 Sid. 
Coverage, Semi glossy Coverage, Semi glossy 
Color 1,000 A4/Letter pages, at ISO-19752 Std. 1,000 A4/Letter pages, at ISO-19752 Sid. 
Coverage, Semi glossy Coverage, Semi glossy 
Key Unique, Electronic key(CRUM) Unique, Electronic key(CRUM) 
Life detect Toner Level Sensor Toner Level Sensor 
Remain % method Remain % method 
90% : warning 90% : warning 
100% : empty 100% : empty 
120% : hardstop 120% : hardstop 
Replace method CMY key CMY key 
3 step for install/replacing 3 step for install/replacing 
Imaging Kit Yield Approx. 20K black pages Approx. 20K black pages 
(OPC+Deve) (or 12.5K color pages) (or 12.5K color pages) 
Key Unique, Electronic key(CRUM) Unique, Electronic key(CRUM) 
Sensor None, that would be traced via software None, that would be traced via software 
Replace method 6 steps for install/replacing 6 steps for install/replacing 
Waste Toner Bottle | Yield 1,250 sheets (Full Color Std. Image) or 1,250 sheets (Full Color Sid. Image) or 
5,000 images 5,000 images 
Key N/A N/A 
FRU 
No. of FRUs 4 (ITB, Fuser, T2 roller, Pick-up roller) 4 (ITB, Fuser, T2 roller, Pick-up roller) 
ITB Yield Approx. 60K black pages (or 15K color pages) | Approx. 60K black pages (or 15K color pages) 
Key None None 
Sensor None None 
Fuser Yield 100,000 sheets B&W or 50,000 sheets Color | 100,000 sheets B&W or 50,000 sheets Color 
Key None None 
T2 Roller Yield 100,000 sheets, Replacable 100,000 sheets, Replacable 
Key None None 
Pick-up Roller Yield 50,000 sheets, Replacable 50,000 sheets, Replacable 
Key None None 
ADF Lubber PAD 100K 100K 
ADF Pickup Roller 100K 100K 
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2.2.8 Reliability & Service 


CLX-3160 Series CLX-3160FN Spec. 
Printing Volume(AMPV) 360 page / B&W, 240 page / Color 360 page / B&W, 240 page / Color 
Max Monthly Duty 24,200 images 24,200 images 
MPBF 40,000 pages (color 29,091 Mono 10,909 40,000 pages (color 29,091 Mono 10,909 
Total 40,000 image) Total 40,000 image) 
MTTR < 30 min. < 30 min. 
SET Life Cycle 200,000 image or 5 years 200,000 image or 5 years 


Real-time Clock 


None 


None 


System-record 


Total image count 

Total page count (color/mono) 

Imaging unit life 

Fuser life Transfer roller life 

Transfer unit life 

Toner image count (CMYK) 

Tray roller life 

Cartridge Coverage Machine Installed date 


Total image count 

Total page count (color/mono) 

Imaging unit life 

Fuser lifeTransfer roller life 

Transfer unit life 

Toner image count (CMYK) 

Tray roller life 

Cartridge Coverage Machine Installed date 


Test Print Configuration Sheet Configuration Sheet 
Network Configuration Sheet Network Configuration Sheet 
RDC Comm. Mode N/A N/A 
Operation N/A N/A 
Temperature Operating 10 ~ 32.5 (59 ~ 90.5F) 10 ~ 32.5 (59 ~ 90.5F) 
Storage (Packed) -20 ~ 40 (-4 ~ 104F) -20 ~ 40 (-4 ~ 104F) 
Humidity Operating 30 ~ 80% RH 30 ~ 80% RH 
Storage (Packed) 30 ~ 85% RH 30 ~ 85% RH 
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2.2.9 Environment 


CLX-3160 Series CLX-3160FN Spec. 
Acoustic Noise Printing Less than 49.0 dBA (B/W printing) Less than 49.0 dBA (B/W printing) 
å Copying Less than 52.0 dBA Less than 52.0 dBA 
Standby Less than 35 dBA Less than 35 dBA 
Sleep Background noise level Background noise level 
Input Voltages 110-127 VAG, 50/60Hz 110-127 VAC, 50/60Hz 
220-240 VAC, 50/60Hz 220-240 VAC, 50/60Hz 
Power Switch Power Switch 
Power Consumption | Ready Less than 160w Less than 160w 
AVG. Less than 350W Less than 350W 
*Currency : 5A(110V) / 3A(220V) *Currency : 5A(110V) / 3A(220V) 
Max/Peak 700W/1KW 700W/1KW 
Sleep/Power Off Less than 30W Less than 30W 
Certification Telecommunication N/A N/A 
Environmental Energy star, TCO99 or TCO03/Swan/ Energy star, TCO99 or TCO03/Swan/ 
Blue Angel, PTS (BAM) Blue Angel, PTS (BAM) 
Safety Europe : TUV(GS), SEMKO(IEC950/ Europe : TUV(GS), SEMKO(IEC950/ 
EN60950), CB EN60950), CB 
EMC/EMI FCC Class B FCC Class B 
CE class B CE class B 
Emission Ozone 0 0 
Dust 0 0 
Styrene 0 0 
VOC 0 0 
Dimension Set(mm) 460(W)x429(D)x486(H) 460(W)x429(D)x486(H) 
(WxDxH) Set Packing 610(W)x570(D)x638(H) 610(W)x570(D)x638(H) 
Weight Set (with consumables) | 19.5 Kg 19.5 Kg 
Set Packing 26.0 Kg 26.0 Kg 
Consumable - Imaging Unit : 3.2 Kg - Imaging Unit : 3.2 Kg 


- Toner Cartridge(C/M/Y each) : 0.102 Kg 
- Toner Cartridge(Black) : 0.176 Kg 


- Toner Cartridge(C/M/Y each) : 0.102 Kg 
- Toner Cartridge(Black) : 0.176 Kg 


Consumable Packing 


- Imaging Unit : 4.0 Kg 
- Toner Cartridge(C/M/Y each) : 0.110 Kg 
- Toner Cartridge(Black) : 0.180 Kg 


- Imaging Unit : 4.0 Kg 
- Toner Cartridge(C/M/Y each) : 0.110 Kg 
- Toner Cartridge(Black) : 0.180 Kg 
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2.2.10 Packing & Accessory 


CLX-3160 Series 


In-Box 


CLX-3160N Spec. 


Set 

G/M/VIK to be installed 

Power cord 

USB cable (China, Korea, India, Russia) 
Set-up CD (Driver, manual), Application 
NW CD (SyncThru, manual) 

Quick installation Guide sheet 

Warranty book 


CLX-3160FN Spec. 


Set 

G/M/Y/K to be installed 

Power cord 

USB cable (China, Korea, India, Russia) 
Set-up CD (Driver, manual), Application 
NW CD (SyncThru, manual) 

Quick installation Guide sheet 

Warranty book 


2.2.11 Options 


CLX-3160 Series CLX-3160FN Spec. 

Second Cassette 250-sheet SCF 250-sheet SCF 

Memory N/A N/A 

PostScript N/A N/A 

Network Default Default 

Wireless Network N/A N/A 

Hard Disk NA NA 

Duplex Unit N/A N/A 
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2.3 Model Comparison Table 


Canon 
MF8170C 


Samsung 
CLX-3160FN 


Function Print/Copy/Scan/NW/Fax Print/Copy/Scan/NW Print/Copy/Scan/NW 
Engine Speed 16/4 ppm 31/8 ppm B/W 16ppm, Color 4ppm 
Size (WxDxH) 510 x 513 x 587 mm 460 x 420 x 515mm 460 x 432 x 484mm 
Consumable 5K K toner 9.8K K toner 2K K toner 

AK CMY toner 6.5K CMY toner 1K CMY toner 
20K Drum 60K 60K 


11K Waste box 


1.25K sheet Waste box 
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